
6) Continue like this, adding 5L and pressing the Mode ▲ button to 
save until the tank is full. 

7) Press ‘CAL’ again to exit calibration mode. The unit will now 
display the amount of litres in the tank. 

 
4. Time mode 
Ø The current time will be shown in hours, minutes and seconds. To 

adjust the clock press ‘CAL’. The hours and minutes move to the 
right allowing the ‘+’ and ‘-‘ buttons to adjust the time. When ‘CAL’ 
is pressed again the seconds will start at zero. 

 
5. Stopwatch mode 
Ø The stopwatch only displays minutes and seconds. Use the ‘RST’ 

button to start, stop and clear the stopwatch. 
Ø When the stopwatch is stopped, the time will freeze. This is useful 

when finishing a stage to note the time the stage was finished. Use 
the Mode ▼ button to go to the time mode, note the time and press 
‘RST’ to “unfreeze” the clock. The time will carry on in the 
background while the display is “freezed”. 

 
Note: The time can be “unfreezed” by pressing ‘RST’ in time mode or by 
pressing ‘RST’(to reset the stopwatch)  in stopwatch mode. 
 
Ø The stopwatch also has a downcounter function of 10, 20 or 30 

seconds. When the stopwatch is reset, press the second ‘+’ button 
from the right. The stopwatch will increment with 10 seconds and 
will display a negative sign, indicating a downcount. As soon as start 
is pressed it will automatically start downcounting until it reaches 
zero and then starts to count upward. 

 

 

Colour Description Wheel 
probe1 

Wheel 
probe2 

Speedo 
probe 

Gearbox 
probe 

Footswitch Fuel Digital 
link 

Red Batt+        
Black Batt-   Black Black Wire 1   
Green Gearbox 

pulse 
  White White    

Yellow 5V Brown Brown Orange Red    
Orange Probe 1 Blue       
Blue Probe 2  Blue      
Grey Fuel sender      Wire1  
Purple Footswitch     Wire 2   
Brown Pulse       Wire 1 
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